CURRENT LANGUAGE

RULE NUMBER 18

Adoption of the National Electrical Code

The minimum electrical wiring standard shall be the 2002 National Electrical Code,

National Fire Protection Association Publication Number 70-2002, as adopted in whole or

amended in part by the State Electrical Board which is incorporated herein by reference and

filed with the Secretary of State.

Amendment NEC 2002 - 210.12.

Section 210.12. Amendment; Arc-Fault Circuit-Interrupter Protection. Section 210.12 of the

2002 National Electrical Code is hereby amended as follows:

Delete the entire Section 210.12.

Amendment NEC 2002 - 334.10.

Section 334.10. Amendment; Uses Permitted For Non-Metallic Sheathed Cable. Section

334.10 of the 2002 National Electrical Code is hereby amended to read as follows:

334.10. Uses Permitted. Type NM, Type NMC, and Type NMS cables shall be permitted to be

used in the following:

(1) One- and two-family dwellings.

(2) Multifamily dwellings and other structures, except as prohibited in Section 334.12.

(3) Cable trays, where the cables are identified for the use.

(A) Type NM. Type NM cable shall be permitted for both exposed and concealed work in

normally dry locations. It shall be permissible to install or fish Type NM Cable in air voids in

masonry block or tile walls where such walls are not exposed or subject to excessive moisture

or dampness.

(B) Type NMC. Type NMC cable shall be permitted as follows:

(1) For both exposed and concealed work in dry, moist, damp, or corrosive locations.

(2) In outside and inside walls of masonry block or tile.

(3) In a shallow chase in masonry, concrete, or adobe protected against nails or screws

by a plate at least 1.59 mm (1/16 in.) thick, and covered with plaster, adobe, or similar

finish.

(C) Type NMS. Type NMS cable shall be permitted for both exposed and concealed work in

normally dry locations. It shall be permissible to install or fish Type NMS cable in air voids in

masonry block or tile walls where such walls are not exposed or subject to excessive moisture

or dampness. Type NMS cable shall be used as permitted in Article 780.

Amendment NEC 2002 - 334.12.

Section 334.12 Amended; Uses Not Permitted For Non-Metallic Sheathed Cable. Section

334.12 of the 2002 National Electrical Code is hereby amended to read as follows:

334.12. Uses Not Permitted.

(A) Types NM, NMC, and NMS. Types NM, NMC, and NMS cables shall not be used in the

following:

(1) In any multifamily dwelling or other structure exceeding three floors above

grade.

For the purpose of this article, the first floor of a building shall be that floor that has 50

percent for more of the exterior wall surface area level with or above finished

grade. One additional level that is the first level and not designed for human habitation

and used only for vehicle parking, storage, or similar uses shall be permitted.

(2) As service-entrance cable.

(3) In commercial garages having hazardous (classified) locations as provided in

Section 511.3.

(4) In theaters and similar locations, except as provided in Section 518.4.

(5) In motion picture studios.

(6) In storage battery rooms.

(7) In hoistways or on elevators or escalators.

(8) Embedded in poured cement, concrete or aggregate.

(9) In any hazardous (classified) locations, except as permitted y Sections

501.4(B), Exception, 502.4(B), Exception No. 1, and 504.20.

(B) Types NM and NMS. Types NM and NMS cable shall not be installed in the

following:

(1) Where exposed to corrosive fumes or vapors.

(2) Where embedded in masonry, concrete, adobe, fill, or plaster.

(3) In shallow chase in masonry, concrete, or adobe and covered with plaster,

adobe, or similar finish.

Amendment NEC 2002 - 430.102.

Section 430.102 Amended; Motor Disconnect, Location. Section 430.102 of the 2002 National

Electrical Code is hereby amended to read as follows:

430.102. Location.

(A) Controller. An individual disconnecting means shall be provided for each controller

and shall disconnect the controller. The disconnecting means shall be located in sight

from the controller location.

Exception: No. 1: For motor circuits over 600 volts, nominal, a controller

disconnecting means capable of being locked in the open position shall be permitted to

be out of sight of the controller, provided the controller is marked with a warning label

giving the location of the disconnecting means.

Exception No. 2: A single disconnecting means shall be permitted for a group of

coordinated controllers that drive several parts of a single machine or piece of

apparatus. The disconnecting means and the controllers shall be located in sight from

the machine or apparatus.

(B) Motor. A separate disconnecting means shall be located in sight from the motor

location and the driven machinery location.

Exception: A disconnecting means, in addition to the controller disconnecting

means as required in accordance with Section 430.102(A), shall not be required for the

motor where the disconnecting means for the controller is individually capable of being

locked in the open position.
PROPOSED LANGUAGE
RULE NUMBER 18

Adoption of the National Electrical Code

The minimum electrical wiring standard shall be the 2005 National Electrical Code,

National Fire Protection Association Publication Number 70-2005, as adopted in whole or

amended in part by the State Electrical Board which is incorporated herein by reference and

filed with the Secretary of State.

Amendment NEC 2005 - 430.102.

Section 430.102 Amended; Motor Disconnect, Location. Section 430.102 of the 2005 National Electrical Code is hereby amended to read as follows:

430.102. Location.

(A) Controller. An individual disconnecting means shall be provided for each controller

and shall disconnect the controller. The disconnecting means shall be located in sight

from the controller location.

Exception: No. 1: For motor circuits over 600 volts, nominal, a controller

disconnecting means capable of being locked in the open position shall be permitted to

be out of sight of the controller, provided the controller is marked with a warning label

giving the location of the disconnecting means.

Exception No. 2: A single disconnecting means shall be permitted for a group of

coordinated controllers that drive several parts of a single machine or piece of

apparatus. The disconnecting means and the controllers shall be located in sight from

the machine or apparatus.

(B) Motor. A separate disconnecting means shall be located in sight from the motor

location and the driven machinery location.

Exception: A disconnecting means, in addition to the controller disconnecting

means as required in accordance with Section 430.102(A), shall not be required for the

motor where the disconnecting means for the controller is individually capable of being

locked in the open position.
